ENGINE PANELS

IP66 PROTECTION
0N FRONT SIDE

I £ (W e
High exhaust Low oil Battery Sensor Temperature Pre-heating Low oil
temperature  pressure in charging for backlight inner cooling  of the engine  pressure in

engine current dimmer module circuit the gearbox

(not for ALFA10) (optional)

ALFA 10E ALFA 20E ALFA 30E ALFA 40E
Power supply: 12V DC 12V DC 12V DC 12V DC
Automatic dimmer: No Optional Optional Optional
Revolution/hour counter: No Yes Yes Optional Create your personal instrument panel
Voltmeter: No Yes Yes Optional Panel supplied with ignition switch,
. ) pre-wired cables for temperature
Temperature gauge: No Optional Yes Optional gauge, oil pressure gauge,
0il pressure gauge: No No Yes Optional voltmeter and tachometer.
Automatic pre-heating: Optional Optional Optional Optional By It e Haleamnart e
Panel dimensions: 100 x 166 mm 198 x 166 mm 260 x 166 mm 150 x 50 mm all wires are labeled.
Built-in dimensions: 76 x 138 mm 175 x 143 mm 237 x 143 mm 102 x 34 mm ~iantslaom Gt intengi
- Gauges are optional
Built-in depth: 114 mm 114 mm 114 mm 114 mm See page 78 for more details.
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